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FAB-FPX-P2 Series  

Optical Distribution Patch Panel 

 

      
1、Description： 

FAB-FPX-P2 Series Optical Distribution Patch Panel is used for house in operation the pre-connectorized 

optical couplers, connection panels and splices trays, so that they all together conform to a platform for 

optical transmission and reception.  

 

2、Specification： 

1) Compatible with industry standard equipment frame. 

2) Reliable optical cable fixing device. 

3) Drawing structure for allowing easy access to patch and fiber trays. 

4) Compatible with the installation of a variety of adapters (SC,FC, E2000 etc.). 

5) The splice tray can be flexibly expanded to meet the splicing of multi-core fiber optic cables. 

6) Individual slide out splice organizer trays to provide easy access. 

7) The tray provides maximum protection of optical components. 
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3、Configuration Table： 

 
4、Fiber Routing  

 

Model FAB-FPX-P2 

Installation Method 19” Rack Mount 

Color Gray ( Default RAL 7035 ) 

Material Cold Rolled Steel 

Types of adaptor SC / LC / FC 

Specification 24 FO 48 FO 96 FO 

Capacity Of Adapter 
24 Ports (FC, SC)  

48 Ports (LC) 

48 Ports(FC, SC)  

96 Ports (LC) 

96 Ports(FC, SC)  

192 Ports (LC) 

Capacity Of Splice 
24 Cores (FC, SC) 

48 Cores  (LC) 

48 Cores (FC, SC)  

96 Cores (LC) 

96 Cores (FC, SC)  

192 Cores (LC) 

Size: H×W×D (mm)  
44×482×340 64×482×340 142×482×340 
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5、Splice Tray 

Used for splicing of optical cables,capacity is 24 cores per tray. 

 

 

6、Patch Pane 

 

LC Adaptor (16 Ports) 

 

FC Adaptor (8 Ports) 

 

 SC Adaptor (8 Ports) 
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